DROP PIPE TO BE SECURED TO MANHOLE
BARREL WITH STAINLESS STEEL BAND AND M.H COVER LABELED

EXPANSION ANCHOR BOLTS "SANITARY SEWER” / %" AC HOTMIX

| A CONCRETE COLLAR TO BE A
j = b 5 MINIMUM OF 10" X 10"
L2 37 MIN-RS CONCENTRIC CONE
\/\jk
DETAIL A
N.T.S.
%;
PRE-FABRICATED MANHOLE BARREL Bt
SECTION WITH STEPS (TYP.) DROP BOWL TO BE MAN—
ol UFACTURED BY RELINER—
DURAN OR EQUAL
CORE HOLE IN WALL AND CONNECT PIPE TO

INSIDE DROP BOWL W/ WATERTIGHT SEAL

; T~

I //
HDPE OR PVC PIPE / S
DROP PIPE CLAMP

(TYP.) SEE DETAIL A

i
gr

T
[

A DROP PIPE BEND SECTION TO
el BE 45° MAXIMUM ANGLE

MORTAR JOINTS
(TYP.)

FORM LEVEL, 360°
SEAT IN CONCRETE

L R Y - ONOX 3" MIN.

CAST IN PLACE BASE

UNDISTURBED EARTH 7
%" DRAIN ROCK, 12" #4 REBAR @ 12 0.C.
MINIMUM EACH WAY
ELEVATION
NOTES:

1. MANHOLE CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY STANDARD SPECIFICATIONS SECTION 33 30 00 SANITARY SEWERAGE
UTILITIES AND CITY STANDARD DETAIL SS—01, SEWER MANHOLE

INSIDE DROP oar: MAR 2016

City of San Bruno MANHOLE soam 0. MH

CITY ENGINEER:

Standard Detail 0\9 Z@ SS—03

APPROVED BY: WING WONG R.C.E. C35688 DETAIL NO:
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